
Feature Benefit

1 Single Access Port    
Checks & relief valve  

serviced from single port

2 Non-Plugging Sensing Line
Sensing line is from top of water way  

& can be purged with #2 test cock

3 Flipable Check Valve Disks
Checks & relief valve can be serviced  

without repair parts

4 All Top Access Design
Test cocks, check valve, & relief valve 
have top access for tight installations

5 Common Unitized Design
All models & sizes have 1 common  
design, minimizing service training

6 Only 1 Model in the Field Service part stock is minimal

7 Short Laying Length
Shortest laying length affords  

easy retrofit

8 Field Proven Design  
One design in the field for  

more than 10 years

9 Easy Check Removal  
Either check can be removed without 

disturbing the other

10 Non-Plugging Relief Valve Guide Vent  
Bottom vented guide eliminates  
plugging and relief valve locking

11 Single Repair Part Kit for RPZ & DC   
Only 9 rubber goods kits required  

to service complete line

12 3 Year Warranty  Best Backed Backflow in the Business           
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12 reasons to specify 
cash-flo® Backflow preventers.

study these features and Benefits and compare…see why 
cash-flo is the Best Backflow preventer available.

certifications  

The Cash-Flo® Double Check Backflow Preventors Type DCV (lead-free iron) and DCV (bronze) are CSA and ASSE 1013 
listed, AWWA Compliant C510 are CSA and ASSE 1013 listed, AWWA Compliant C510 and all other major national approvals.

The Cash-Flo® Reduced Pressure Zone Backflow Preventer Type RPZ (bronze) and RPZ (cast-iron) are CSA and ASSE 1013 listed, 
AWWA Compliant C511 and all other major national approvals through the Danfoss Flomatic brand name.

The Cash-Flo® Pressure Vacuum Breaker PVB has all national approvals through the Danfoss Flomatic brand name.



cash-flo® Dcv 
Double check Backflow  
preventer (bronze)

The Cash-Flo Double Check Backflow Preventer (DCV) 
is designed to prevent the undesirable reversal of flow 
of water or other substances into the potable water 
system. The DCVprovides protection against back-
pressure and back-siphonage. The DCV body and 
ball valves are constructed from bronze and corrosion 
resistant internal components. The Cash-Flo DCV is 
designed to streamline the number of working parts, 
making maintenance easy. The unique top-entry cover 
allows quick access to both check valves. The Cash-
Flo Double Check Backflow Preventers are available in 
3/4" thru 2" sizes. The DCV is designed for maximum 
system pressures to 175 psi. The maximum operating 
temperature is 180°F (82°C).

Backflow prevention, BackeD 
By the strength of cash acme.

With the introduction of the Cash-Flo® range, 
Cash Acme expands its backflow line with a 
complete offering of backflow devices that make 
service easy and performance a given. All Cash-Flo 
models feature an exclusive design that reduces the 
number of working parts for easier maintenance. 
And a unique top entry, single cover design allows 
quick access to both relief valves and check valves. 

With bodies constructed of bronze (2" and smaller 
sizes) or epoxy coated ductile iron (2 ½" and up), 
Cash-Flo products also include dimensionally 
stable, corrosion resistant components. The 
Cash-Flo brand is your assurance that every device 
is designed right, built  
tough, and safe for  
your application.

cash-flo® Dcv 
Double check Backflow  
preventer (lead-free iron)

The Cash-Flo Double Check Backflow Preventer (DCV) 
is design to prevent the undesirable reversal of flow of 
water or other substances into the potable water system. 
The DCV provides protection against back-pressure and 

cash-flo® rpZ  
reduced pressure Zone  
Backflow preventers (bronze)

A Cash-Flow RPZ device (Reduced Pressure Backflow 
Preventer) provides maximum protection against back-
pressure and back-siphonage. The RPZ consists of two 
independently acting check valves and a relief valve. The 
RPZ and ball valves are constructed from bronze and 
corrosion resistant internal components. The Cash-Flo 
RPZ is designed to streamline the number of working 
parts, making maintenance easy. The unique top-entry 
cover allows quick access to both check valves and 
relief valve. These Cash-Flo Reduced Pressure Backflow 
Preventers are available in 1/2" thru 2" sizes. The RPZ is 
designed for maximum system pressures to 175 psi. The 
maximum operating temperature is 180°F (82°C).

Bf series 
Dual check  
Backflow preventers

The BF Series is designed to protect the primary 
water system (such as city water supply) by providing 

back-siphonage. The DCV body and gate valves are 
constructed from epoxy coated ductile iron and corrosion 
resistant internal components.The Cash-Flo DCV is 
designed to streamline the number of working parts, 
making maintenance easy. The unique top-entry cover 
allows quick access to both check valves.  The Cash-
Flo Double Check Backflow preventers are available in 
2-1/2" thru 10" sizes.  The DCV is designed for maximum 
system pressures to 175 psi. The maximum operating 
temperature is 140°F (60°C).

cash-flo® rpZ 
reduced pressure Zone  
Backflow preventer (cast-iron)

A Cash-Flo RPZ device (Reduced Pressure Backflow 
Preventer) provides maximum protection against back-
pressure and back-siphonage. The RPZ consists of two 
independently acting check valves and a relief valve. 
The RPZ body and gate valves are constructed from 
epoxy coated ductile iron and corrosion resistant internal 
components. The Cash-Flo RPZ is designed to stream-
line the number of working parts, making maintenance 
easy. The unique top-entry cover allows quick access to 
both check valves and relief valve. The Cash-Flo reduced 
pressure backflow preventers are available in 2-1/2" thru 
10" sizes.  The RPZ is designed for maximum system 
pressures to 175 psi. The maximum operating tempera-
ture is 140°F (60°C).

cash-flo® pvB 
pressure vacuum Breaker  
Backflow preventer

The PVB Pressure Vacuum Breaker is designed to be 
installed in high hazard service to provide protection 
against back-siphonage of contaminated fluids. It 
incorporates an independently acting check valve with 
a spring loaded float disc. Under normal operation the 
float disc remains closed. When the internal pressure of 
the device falls to 1 psi or less, the float disc opens to 
atmosphere, preventing back-siphonage or the creation 
of a vacuum. Made with a bronze body, maximum 
pressure is 175 psi and maximum temperature is 140°F 
(60°C). Available in 3/4" thru 2" sizes.

Bfp 
continuous pressure  
Double-check  
Backflow preventer

Cash Acme’s BFP is designed for use on small supply 
lines and protects against both backflow and back-si-
phonage into potable supply lines for continuous pres-
sure applications. The BFP is designed for use at cross-
connections when the danger from backflow does not 
present a health hazard. It is ideally suited for boiler feed 
lines, dairy processing systems, livestock drinking 
fountains, chlorinators, trap primers and numerous other 
similar applications. Available in a 1/2" size with threaded 
female union inlet and outlet connections and 1/2" 
threaded female drain connection. It is suitable for hot 
(up to 180°F/82°C) or cold water under continuous 
pressure. It is also suitable up to 250°F (121°C) under 
non-continuous backflow conditions.

v-3 and v-3c 
hose connection 
vacuum Breakers

V-3 Backflow Preventers are for use around homes, 
schools, commercial buildings, laboratories and any place 
involving moveable hoses that are attached to threaded 
faucets, indoors or out. The Cash Acme V-3 attaches 
to any standard male 3/4" hose-thread sill cock. The 
valve is fitted with a male outlet connection to permit 
garden hose attachment. The V-3 is suitable for systems 
with a maximum pressure of 125 psi and a maximum 
temperature of 180°F (82°C). When backflow conditions 
occur, due to back-pressure or back-siphonage, the seat 
and diaphragm close to prevent any water from flowing 
back through the unit and into the water supply line. At the 
same time, the diaphragm lifts off the vent holes to break 
any vacuum, and any trapped water under pressure is 
allowed to escape through the vent holes.

vB-222  
freeze proof self-Draining  
hose Bibb Backflow preventer

Cash Acme’s Freeze Proof Self-Draining VB-222 Hose 
Bibb Backflow Preventer holds a U.S. Patent for 22 
innovative design features. The VB-222 automatically 
self-drains when all attachments are removed from 
the valve’s outlet. The self-draining feature also makes 
this valve “freeze-proof” to protect the valve and 
hydrant from rupturing in cold weather. Specifically 
designed for use around homes, schools, commercial 
buildings, laboratories and any place involving moveable 
hoses attached to threaded faucets, indoors or out, 
in any climate. When a hose is connected to the VB-
222 Backflow Preventer, it pushes the piston up into 
the operating position and the pusher post moves 
against the seat disc (no flow condition). When flow 
is introduced, the pusher post and seat disc move 
downward allowing flow through the valve and sealing 
the drain holes. Under a backflow or back-siphonage 
condition, the pusher post and seat disc retract sealing 
the inlet and opening the drain holes to permit water 
to escape without entering the potable water supply. 
When all connections to the VB-222 are removed from 
the outlet of the valve, the piston retracts pulling the 
pusher post and disc away from the sealed position and 
thus allowing the valve to completely drain, preventing 
freezing.

v-101 and v-101c 
atmospheric type vacuum Breakers

The Cash Acme V-101 Atmosphere Type Vacuum 
Breaker is designed to prevent polluted water from 
being siphoned into the potable water supply. The V-101 
is a robust valve with a good flow rate and unusually 
low pressure drop. It is designed to operate in systems 
having a maximum intermittent water pressure of 125 psi 
and a maximum operating temperature of 212°F (100°C). 
When water from the inlet side flows through the valve, 
it lifts the free-floating poppet assembly and closes the 
atmospheric vent. The light weight design of the poppet 
and the rubber seat prevent leakage as water flows 
through. The V-101 is designed with a rugged bronze 
body. A silicone rubber seat precludes leakage under 
flow. Sizes available include 1/2", 3/4", 1", 1-1/4", 1-1/2" 
and 2" with threaded female connections. Also available 
in a polished chrome finish in 1/2" thru 1" sizes (specify 
V-101C when ordering).

vap  
automatic plumbing vent

The Cash Acme VAP Automatic Plumbing Vent provides 
an economical alternative to any secondary plumbing 
vent users. Designed for use on kitchen sinks, washing 

introducing cash-flo® 
Backflow preventers.

the rest of the cash 
acme Backflow family.

please refer to the chart  
on the back of this brochure 
for a features and benefits  

comparison of cash-flo® 
Backflow preventers.

cash-flo® air gap 
Backflow air gap adapter

The Cash Acme Air Gap Adapter is designed to funnel 
minor relief valve discharges due to line pressure  
fluctuations and/or minor check valve fouling into  
a drainage system. Our 1/2" to 2" air gaps are  
constructed of polycarbonate while the 2-1/2"  
thru 8" are comprised of cast iron.

containment at the point of distribution. These valves 
function in either the horizontal or vertical position under 
continuous or intermittent pressure conditions. The 
BF-1 is available in 3/4" and 1" sizes and incorporates 
a female threaded union inlet and a female threaded 
outlet. The BF-5 is available as a 1" meter threaded 
(swivel) inlet and 3/4" FNPT (union). Designed for 
maximum system pressures to 175 psi, and a minimum 
of 10 psi. Maximum operating temperature range is 32°F 
to 140°F (0°C to 60°C), and maximum recommended rate 
of flow is 30 GPM. Cash Acme’s Dual Check Backflow 
Preventers incorporate a rugged cast bronze body with 
a brass union or swivel connections. The check sub-
assemblies are constructed with molded body seats, 
spring guides and poppets; stainless steel springs; 
silicone rubber seat discs and Buna-N O-rings.

machines, wet bars, tubs, showers, laundry 
trays and drinking fountains, it eliminates 
backvents by allowing air into the drainline 
while the fixture is draining. The VAP helps 
prevent trap siphonage and prevents sewer 
gases from entering the home. It is ideal for 
island-type installations where installing a 
vent stack can create design problems. The 
Cash Acme VAP is constructed of high grade 
ABS with 1-1/2" male pipe threads, the VAP 
features a nylon valve stem, stainless steel 
spring, and Neoprene sealing disc. 


