Product Overview @

FILMTEC™ Membranes
Brackish Water Performance Data Chart

Performance Attributes Construction Features Reliability Features
o [ &
s [ S
= S IS -~ L ) < @
& § [ & s/ 85§/ &/ s/ 8
= < = = £ & & - "EQ Q- § =
e | B8/ 8/ 8| @ |[5/s/s/e/S[s]&]S]=2
& 2 Q- < &8 < &g 3 10} = ~ -2 ke 8
8 o > S & [ 3 g/ &) &) o/ & | S| 8] &
Q & & % S s L. o | &1 2/ =2/ &/ §
5 /5 /285 /8/5/5/5)/5/8/5/5/3
s S & T & J /3 &) L) LS B L]
BW30-440j 225 |[11,500 | 99.5 [ [ 440 11125 [ [ ] [ [
I =
@ % BW30-400/34; 225 (10,500 | 99.5 [ [ [ 400 | 1.125 [ [ [ ]
<
%§ BW30-400 225 | 10,500 [ 99.5 [ 400 | 1.125 [ [ [ ]
BW30-365 225 9,500 | 995 ] [ 365 | 1.125 [ [ [ |
o |LE-440;i 150 [ 12,650 | 99.3 [ | 440 11125 [ ] [ ] [ ]
§ g LE-400 150 | 11,500 [ 99.3 [ 400 [ 1.125 [ [ [ [
W IXLE-440 100 | 12,700 | 99.0 m | 440 [ 15 n . . u
o BW30-400/34j -FR 225 (10,500 | 99.5 [ [ [ [ 400 | 1125 [ [ [ [
C b
§ 2 BW30-400-FR 225 | 10,500 [ 99.5 [ [ [ 400 | 1125 (] [ [ [
“ 2 [BW30-365-FR 225 9,500 [ 99.5 [ [ [ 365 | 1.125 | [ [ [

BW30-Permeate flow and salt rejection for BW30 elements based on the following standard conditions: 2,000 ppm NaCl, 225 psi (15.5 bar), 77°F (25°C), pH 8 and 15% recovery.
LE-Permeate flow and salt rejection for LE elements based on the following standard conditions: 2,000 ppm NaCl, 150 psi (10.3 bar), 77°F (25°C), pH 8 and 15% recovery.
XLE-Permeate flow and salt rejection for XLE elements based on the following standard conditions: 500 ppm NaCl, 100 psi (6.9 bar), 77°F (25°C), pH 8 and 15% recovery.
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