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 FILMTEC™ Membranes 
Cleaning and Sanitization: Cleaning Procedure for Specific Situations 

  
Biofouling The following cleaning procedure is designed specifically for a system that has been fouled 

with biological matter.  
 
Cleaning Procedure 
There are seven steps in cleaning elements with biofouling. 
1. Make up the cleaning solution listed from Table 6.8. 
2. Introduction of the cleaning solution.  
3. Recycle.  
4. Soak. 
5. High-flow pumping.  
6. Flush out.  
7. Restart. 
 
Table 6.8 Biofouling cleaning solutions  
Cleaning solutions Solution 
Preferred 
 

0.1 wt % NaOH 
pH 13, 35°C maximum 

Preferred 0.1 wt % NaOH 
0.025 wt % Na-DDS 
pH 13, 35°C maximum 

Alternate 0.1 wt % NaOH 
1.0 wt % Na4EDTA 
pH 13, 35°C maximum 

Cleaning chemical formula in order used: NaOH is sodium hydroxide; Na-DDS is sodium salt of dodecylsulfate (sodium 
lauryl sulfate); Na4EDTA is the tetrasodium salt of ethylene diamine tetraacetic acid and is available from The Dow 
Chemical Company under the trademark VERSENE™ 100 and VERSENE 220 crystals.   

 
 
 Additional Information 

By experience, the cleaning solution of Na4EDTA with caustic has been found to be slightly 
less effective than a standard caustic solution or a solution of caustic and Na-DDS. 
 
For any solution, contact time is critical.  Several overnight soaks may be necessary to 
restore the system performance.  After the elements are clean it is very beneficial to clean 
one additional time to clean off the last remaining biofilm layer on the surface of the 
membrane.  Any remaining biofilm will tend to attract and trap dirt, so an extra cleaning will 
increase the time between cleanings.  In the event of severe biofouling, slug dosing of a 
biocide may be required to enhance the results of the cleaning procedure.  Please refer to 
DBNPA (Section 2.6.5) for details regarding biocide usage. 
 
When biofouling is an operational problem, regular sanitization procedures as described in 
Sanitizing RO/NF Membrane Systems (Section 6.8) are recommended after cleaning. 
 
 

 
 
 

http://www.dow.com/webapps/lit/litorder.asp?filepath=liquidseps/pdfs/noreg/609-02036.pdf&pdf=true
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FILMTEC™ Membranes 
For more information about FILMTEC 
membranes, call the Dow Water 
Solutions business: 
North America:  1-800-447-4369 
Latin America:  (+55) 11-5188-9222 
Europe:  (+32) 3-450-2240 
Pacific: +60 3 7958 3392 
Japan: +813 5460 2100 
China:  +86 21 2301 9000 
http://www.filmtec.com

Notice:  The use of this product in and of itself does not necessarily guarantee the removal of cysts and pathogens from water. 
Effective cyst and pathogen reduction is dependent on the complete system design and on the operation and maintenance of 
the system. 
 
Notice:  No freedom from any patent owned by Seller or others is to be inferred. Because use conditions and applicable laws 
may differ from one location to another and may change with time, Customer is responsible for determining whether products 
and the information in this document are appropriate for Customer’s use and for ensuring that Customer’s workplace and 
disposal practices are in compliance with applicable laws and other governmental enactments. Seller assumes no obligation or 
liability for the information in this document. NO WARRANTIES ARE GIVEN; ALL IMPLIED WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ARE EXPRESSLY EXCLUDED. 

 

http://www.filmtec.com/

