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FILMTEC® Tapwater Elements

Product TW30-2013 TW30-2026 TW30-2514 TW30-2521 TW30-2527 TW30HP-2527 TW30-2540 TW30HP-2540 TW30-4014 TW30-4021 TW30-4040 TW30HP-4040 TW30LE-4040 TW30HP-4611 TW30-4619 TW30HP-4641

PHYSICAL CHARACTERISTICS for spiral wound, composite thin film polyamide
Element Length in inches (mm) 13.0 (330) 26.0 (660) 14.0 (356) 21.0 (533) 27.0 (686) 27.0 (686) 40.0 (1016) 40.0 (1016) 14.0 (356) 21.0 (533) 40 (1016) 40 (1016) 40.0 (1016) 11.45 (291) 19.30 (490) 41.31 (1049)

Element Diameter in inches (mm) 1.8 (46) 1.8 (46) 2.401 (61) 2.401 (61) 2.401 (61) 2.401 (61) 2.401 (61) 2.401 (61) 3.913 (99.4) 3.913 (99.4) 3.913 (99.4) 3.913 (99.4) 3.913 (99.4) 4.61 (117) 4.61 (117) 4.61 (117)

Product Water Tube ∅ in inches (mm) 0.68 (17) 0.68 (17) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19)

PWT Protrusion in inches (mm) 1.18 (30) 1.18 (30) 1.19 (30) 1.19 (30) 1.19 (30) 1.19 (30) 1.19 (30) 1.19 (30) 1.05 (27) 1.05 (27) 1.05 (27) 1.05 (27) 1.05 (27) 1.05 (27) - 2.19 (56)

Approx. Wet Element Weight in Pounds (kg) 1.1 (0.5) 2.0 (0.9) 2.0 (0.9) 2.0 (0.9) 2.0 (0.9) 2.0 (0.9) 4.0 (1.8) 4.0 (1.8) 4.0 (1.8) 4.0 (1.8) 8.0 (3.6) 8.0 (3.6) 8.0 (3.6) 5.0 (2.3) 7.0 (3.2) 14 (6.4)

OPERATING LIMITS
Max. Oper. Pressure in PSI (MPa) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 300 (2.1) 600 (4.1) 600 (4.1) 600 (4.1)

Max. Oper. Temperature in °F (°C) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45)

Max. Feed Turbidity (NTU) 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Free Chlorine Tolerance (ppm) <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1

pH range; service 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11

Max. Feed Flow in gpm (m3/h) 3 (0.68) 3 (0.68) 6 (1.4) 6 (1.4) 6 (1.4) 6 (1.4) 6 (1.4) 6 (1.4) 17 (3.9) 17 (3.9) 17 (3.9) 18 (4.1) 18 (4.1) 13 (3.0) 18 (4.1) 18 (4.1)

Max. Feed SDI 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5

Product Water Flow Rate in gpd (m3/d) 100 (0.38) 220 (0.83) 175 (0.66) 300 (1.14) 475 (1.80) 600 (2.27) 650 (2.46) 1000 (3.80) 475 (1.80) 900 (3.41) 2200 (8.33) 2800 (10.60) 2000 (7.57) 1200 (4.54) 1450 (5.49) 3800 (14.38)

Stabilized Salt Rejection (%) 99 99 99 99 99 99 99 99 99 99 99 99 98 99 99 99

STANDARD CONDITIONS at 77°F (25°C), pH = 8
Feed Concentration (ppm) NaCl 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000

Feed Pressure in PSI (MPa) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 125 (0.9) 225 (1.6) 225 (1.6) 125 (0.9)

Recovery (%) 5 10 5 8 10 10 15 15 8 15 15 5 15 8 15 15

FILMTEC Seawater Elements

Product SW30-2514 SW30HR-2514 SW30-2521 SW30HR-2521 SW30-2540 SW30HR-2540 SW30-4021 SW30HR-4021 SW30-4040 SW30HR-4040 SW30-8040 SW30HR-8040 SW30HR-380

PHYSICAL CHARACTERISTICS for spiral wound, composite thin film polyamide
Element Length in inches (mm) 14.0 (356) 14.0 (356) 21.0 (533) 21.0 (533) 40.0 (1016) 40.0 (1016) 21.0 (533) 21.0 (533) 40.0 (1016) 40.0 (1016) 40.0 (1016) 40.0 (1016) 40.0 (1016)

Element Diameter in inches (mm) 2.4 (61) 2.4 (61) 2.4 (61) 2.4 (61) 2.4 (61) 2.4 (61) 3.9 (99) 3.9 (99) 3.9 (99) 3.9 (99) 7.9 (201) 7.9 (201) 7.9 (201)

Product Water Tube ∅ in inches (mm) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 0.75 (19) 1.125 (29) 1.125 (29) 1.125 (29)

PWT Protrusion in inches (mm) 1.1 (28) 1.1 (28) 1.1 (28) 1.1 (28) 1.1 (28) 1.1 (28) 1.1 (28) 1.1 (28) 1.0 (25.4) 1.0 (25.4) - - -

Approx. Wet Element Weight in Pounds (kg) 2.0 (0.9) 2.2 (1.0) 2.6 (1.2) 2.6 (1.2) 4.8 (2.2) 4.8 (2.2) 5.9 (2.7) 5.9 (2.7) 11.0 (5.0) 11.0 (5.0) 37.4 (17.0) 37.4 (17.0) 39.5 (18.0)

OPERATING LIMITS
Max. Oper. Pressure in PSI (MPa) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1000 (6.9) 1015 (7.0) 1015 (7.0) 1015 (7.0)

Max. Oper. Temperature in °F (°C) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45)

Max. Feed Turbidity (NTU) 1 1 1 1 1 1 1 1 1 1 1 1 1

Free Chlorine Tolerance (ppm) <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1

pH range; service 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11 2-11

Max. Feed Flow in gpm (m3/h) 6 (1.4) 6 (1.4) 6 (1.4) 6 (1.4) 6 (1.4) 6 (1.4) 18 (4.1) 18 (4.1) 18 (4.1) 18 (4.1) 60 (14) 60 (14) 60 (14)

Max. Feed SDI 5 5 5 5 5 5 5 5 5 5 5 5 5

Product Water Flow Rate in gpd (m3/d) 100 (0.38) 65 (0.25) 200 (0.76) 130 (0.5) 540 (2.0) 320 (1.2) 600 (2.3) 400 (1.5) 1500 (5.7) 1000 (3.8) 6000 (23) 4000 (15) 6000 (23)

Stabilized Salt Rejection (%) 99.4 99.4 99.4 99.4 99.4 99.4 99.4 99.4 99.4 99.4 99.1 99.4 99.6

STANDARD CONDITIONS at 77°F (25°C), pH = 8
Feed Concentration (ppm) NaCl 32000 32000 32000 32000 32000 32000 32000 32000 32000 32000 32000 32000 32000

Feed Pressure in PSI (MPa) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5) 800 (5.5)

Recovery (%) 2 2 4 4 8 8 4 4 8 8 10 8 8

FILMTEC Brackish Water Elements

Product BW30-2540 BW30-4040 BW30HP-4040 BW30-330 BW30-365 BW30-400 BW30LE-440

PHYSICAL CHARACTERISTICS for spiral wound, composite thin film polyamide
Element Length in inches (mm) 40.0 (1016) 40.0 (1016) 40.0 (1016) 40.0 (1016) 40.0 (1016) 40.0 (1016) 40.0 (1016)

Element Diameter in inches (mm) 2.401 (61) 3.913 (99.4) 3.913 (99.4) 7.9 (201) 7.9 (201) 7.9 (201) 7.9 (201)

Product Water Tube ∅ in inches (mm) 0.75 (19) 0.75 (19) 0.75 (19) 1.125 (29) 1.125 (29) 1.125 (29) 1.5 (38)

PWT Protrusion in inches (mm) 1.19 (30) 1.05 (27) 1.05 (27) - - - -

Approx. Wet Element Weight in Pounds (kg) 4.8 (2.2) 11.0 (5.0) 11.0 (5.0) 32.4 (17.0) 32.4 (17.0) 32.4 (17.0) 32.4 (17.0)

OPERATING LIMITS
Max. Oper. Pressure in PSI (MPa) 600 (4.1) 600 (4.1) 600 (4.1) 600 (4.1) 600 (4.1) 600 (4.1) 600 (4.1)

Max. Oper. Temperature in °F (°C) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45) 113 (45)

Max. Feed Turbidity (NTU) 1 1 1 1 1 1 1

Free Chlorine Tolerance (ppm) <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1

pH range; service 2-11 2-11 2-11 2-11 2-11 2-11 2-11

Max. Feed Flow in gpm (m3/h) 6 (1.4) 17 (3.9) 18 (4.1) 70 (16) 70 (16) 85 (19) 85 (19)

Max. Feed SDI 5 5 5 5 5 5 5

Product Water Flow Rate in gpd (m3/d) 650 (2.46) 2200 (8.33) 2800 (10.6) 7500 (28) 9500 (36) 10500 (40) 11500 (44)

Stabilized Salt Rejection (%) 99 99 99 99.5 99.5 99.5 99

STANDARD CONDITIONS at 77°F (25°C), pH = 8
Feed Concentration (ppm) 2000 2000 2000 2000 2000 2000 2000

Feed Pressure in PSI (MPa) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 225 (1.6) 150 (1.0)

Recovery (%) 15 15 15 15 15 15 15

Product overviews for low pressure tapwater, semiconductor, and nano-
filtration elements are also available.

Flow rates for individual elements may vary.

Please refer to the specific Product Information data sheets.

Product water flow and rejection are based on standard conditions.FILMTEC Membranes • FilmTec Corporation is a wholly owned subsidiary of The Dow Chemical Company.


